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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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indian Standard 

SPECIFICATION FOR 
SCISSORS, DISSECTING, METZENBAUM'S PATTERN 

( First Revision ) 



1. Scope ~ This standard specifies requirements and tests for Metaeribium's piJttern dissecting 
scissors used in cardiovascular surgery, 

2. Material — Stainless steel conforming to Designation 30Cr13 of IS : 6603-1972 'Specification for 
stainless steel bars and flats'. 



3. Shape and Dimensions — As shown in Fig. 1. 
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All dimensions in millimelrea. 
*Sea IS : 3642-1978 'General r^uirements for surgical mstrtimants ( first rsvisicny, 

FtG. 1 SCISSORS, DISSECTING. METZENBAUM'S PATTERN 

3.1 Tolerances on various dimensions shall be in accordance with the following: 

a) lb 0'05 mm on dimensions up to 2*0 mm; 

b) ± O'l mm on dimensions above 2 mm and up to 5*0 mm; 



Adoptad 25 May 1 937 



Novambw 1967, SIS 



Gr2 



BUREAU OF^ INDIAN STANDARDS 

MANAK BHAVAN. 9 BAHADUR SHAH ZAFAA MAftQ 

NEW DELHI 110002 



15:7972-1987 

c) i 2 nnm on dimensions above 5'0 mm and up to 20'0 mm; 

d) ± 5 mm on diwensions above 20'0 mm and up to SO'O mm; 

e) ± I'O mm on dimensions above 50"0 mm and up to 1000 mm; and 
O ± 2'0 mm on dimensions above 100*0 mm. 
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AMENDMENT KO. 1 DECEMBER 1990 

ID 

IS 7972:1987 SPECIFICATION FOR SCISSORS, 

DISSECTING, METZENBAUM'S PATTERN 

( First Revision) 

( Page 1, clause 2) - Substitute the following 
for the existing clause; 

"2. Material - Stainless steel conforming to 
Deslgnatlorv 30cr 13 or 40cr 13 of IS 6603:1972 
'Specification for stainless steel bars and 
flats*/' 

(MHD 6) 
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IS: 7972 -1987 
d. Marking and Packing 

5.1 The instruments shall be legibly and indelibly marked with the manufacturer's nama^ Initials or 
recognized trade-mark; the words 'stainless steel' or letters 'ss' ; and the country of manufacture. 

8.2 Each instrument shall be put in a polyethylene bag or warpped in wax paper. The instruments 
shall then be packed in cartons in accordance with the current trade practice. 

8.2.1 Alternatively, the instruments may be packed as agreed to between the purchaser and the 
supplier. 

8.3 The packages shall bo marked with the name and size of the instrument; the manufacturer's name, 
initials or recognised trade-mark; the words 'stamless steel'; and the country of manufacture. 

8.4 Cen'ftiCation Marking — Details available with the Bureau of Indian Standards. 

9. Sampling — The scale of sampling and cirteria for conformity of the instruments to the require- 
ments of this specification shall be as agreed to between the purchaser and the supplier, A 
recommended sampling plan is given in Appendix A. 

APPENDIX A 

( C(ause 9 ) 

SAMPLING OF SCISSORS, DISSECTING, METZENBAUM'S PATTERN 

A-1, Lot — In any consignmentr all the instruments of same size, produced from identical material 
under similar conditions ond having the same surface finish shall constitute a lot. 

A-2. The number of instruments to be selected from each lot shall depend upon the size of the Jot 
and shall be in accordance with cot 1 and 2 of Table 1 . 





TABLE 1 SCALE OF SAMPLING 
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A-2.1 These instruments shall be selected from the lot at random and In order to ensure randomness 
of selection, procedures given m IS : 4905-1 968 'Methods for random sampling' may be followed. 

A-3. Nunnber of Test and Criteria for Conformity 

A-3.1 All the instruments selected according to col 1 and 2 of Table 1 shall be examined for shape 
and dimensions, workmanship, and surface condition (vjsual). An instrument In the sample failing 
to meet any of these requirements shall ba considered as defective. The lot shall be considered as 
conforming to these requirements if no defective is found in the sample. 

A-3. 2 The lot having been found satisfactory according to A-3.1 shall be further tested for other 
requirements. For this purpose, a sub-sample of size given in col 3 of Table 1 shall be taken- These 
instruments in the sub-sample may be selected from those already examined according to A-3.1. Each 
instrument in the sub-sample shall be subjected to hardness, performance and corrosion resistance 
tests. The lot shall be declared as conforming to the requirements of the specification if none of the 
instruments in the sub-sample fails in any of these tests. 

EXPLANATORY NOTE 

This standards was first issued in 1976. In this revision, absolute values of tolerances on 
various dimensions have been specified, a recommended sampling plan has been added and the 
cJauses on surface condition have been modified besides incorporating certain other modifications. 
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